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MDT V8.5 Installation 

System Requirements 
 For the right operation of the application, the system must have at least the following features: 

 

CAD AutoCAD 2007 to 2022 and compatibles (Civil 3D, ADT...) 

BricsCAD Pro/Platinum 15 to 20 

ZWCAD Professional/Enterprise 2012+ to 2020 and Classic 

Operative 

System 

Windows 7/ 8 / 8.1 / 10 (32 & 64 bits) (2) 

Peripherals Mouse or digitizing tablet 

Video Card 1280x720 pixeles, OpenGL compatible 

Nvidia or ATI chipset recommended 

Hard Disk 10 GB free space  

Memory 3 GB minimum 

Processor Dual-core 2 GHz or better  
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Start Menu 
 Insert the CDROM or Pen drive installation. Automatically, it will launch the start menu. If not, run 

X:\autorun.exe, where X is the unit of the device  

Then, in following window you can select either the installation program, or read the different manuals of 

MDT V8.5. 

 

 To install MDT, press Install option. 

 Documentation is included in PDF format. You need Acrobat Reader or similar to open any manual 

included. If it is not installed in the system, you can install it by clicking on Get Adobe Reader. 

 Following are detailed the features of the different manuals that come with the program. 

• Installation manual: This document. 

• Customization manual: Document detailing the configuration features of the program, such as 

the different layers of drawn elements, parameters, constants, colours ... 

• User manual: This document describes some examples designed for fast learning of the 

program’s fundamentals. If you are a new user, you should follow these examples, covering 

most aspects of the program. 

• Reference manual: This is a detailed guide of each command of the program.  
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Install process 
 Insert the CD-ROM into the drive and run SETUP.EXE. Then run the normal installation process 

on any Windows platform. 

 Read the license. If you don’t accept it, you must cancel the installation and return the program to 

your dealer. 

 Then select the versions of CAD for which you want to install the program. 

 

The options are: 

• Files for AutoCAD: within this option include the files needed to run AutoCAD MDT on platforms 

from version 2007 to 2021. 

• Files for BricsCAD: Install them when using BricsCAD Pro/Platinum 15 to 20. 

• Files for ZWCAD: Necessary in case you want to use MDT on ZWCAD Professional/Enterprise 

2012+ to 2020 and Classic. 

• Documentation: Manuals in PDF format. 

• Samples: Files needed to run the tutorials in the user manual. 

 Having determined the components to install, select the destination directory of the program, and 

directory of sample files. Finally, enter the name of the program group created on the Windows Programs 

folder. With this information, proceed to install the program. 

On installation finish, if driver Sentinel is not already installed, a warning will appear stating that 

you must install the Sentinel driver. This latter installation can request to restart your computer 
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After Installation 

Attaching the USB dongle 

 After installing the application, connect the USB to any free USB port. The system should 

automatically recognize it. If not, see the supporting documentation. 

Network licenses 

 If you have purchased a network license, you can put the USB key into another computer, and it 

will work as a license server. In this server computer, you must first install the sentinel driver by running 

the Utilities> Sentinel Driver CD boot menu of the program. You can also find this installer in the 

"\AutoPlay\Docs" folder, "setup.exe" file. 

 On client computers do not normally need to specify the server computer. They automatically 

perform a search on the local network. If server computer is in another subnet, you must configure the 

clients. To do this, run your CAD program with a user with administrative privileges and type in the 

command line: 

 MDT8_SERVIDOR [Enter] 

 In the window, select Fixed Server and enter the server computer name or IP address. 

Learning 

 The program includes a User Manual, with practical examples for step by step. It is recommended 

reading this document before proceeding to work with real projects. Also, it is recommended reading the 

Reference Manual, to know all the possibilities offered by the program. 

Further customization 

 Aplitop applications are highly customizable by the user. Multiple parameters can be changed in 

settings such as layer names, block definition, default values of parameters, and so on. See the 

Customization Guide for details. 
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Troubleshooting 
 Installation program automatically installs the required drivers for checking the dongle. Only in the 

case of acquiring a network license will have to perform some additional post-installation customization. 

 If program displays the message "ERROR: Hardlock not found" or similar, you may not have 

been properly installed Sentinel drivers. For proper installation, run the file "setup.exe" located in the 

folder "c:\program files (x86)\aplitop\mdt8\driver ". After the installation, restart your computer  

 If no MDT menu appears in CAD, or some command has removed it, type in the CAD command 

line: 

 MDT8_MENU [Enter] 

 In a similar way, if you're not seeing the MDT ribbon in AutoCAD 2010 or higher, type in the 

command line: 

 MDT8_MENU2 [Enter] 

 It is also possible to use a MDT toolbar. To display it, type in the command line: 

 MDT8_TB [Enter] 

Applications 

 Aplitop applications meet main specifications for interoperability between applications delivered by 

CAD engines developers, so there should be no problems running with other vertical applications 

 However, given the diversity of existing applications is not possible to guarantee full compatibility 

with them. Contact our technical service to resolve these problems. 


